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Video-Protection, city or rural installation on the Light Mast  

 
                   Switch Gigabit  & Vidéo Supervision center 

 

 

 

 

 

 

 

 

 

 

 

In  the street  the Ethernet RING of  5 hops (or more) with Hypercable Wi300  MIMO or Wi200  & no less than 6 Mbits on each light mast, for this survey. 

Optical Fiber Gigabit 

or Full Duplex Gigabit 

Radio link Wi700 

Or 100 Mbits F/D 

Radio Link Wi 200 

Radio MIMO 48 VDC 

100 Mbits POE 

Switch POE Gigabit Optical and 

10/100/1000 copper 

48 VDC and 16 watts POE by port 

SLAT  EP Power 24 

VDC plus converter 48 

VDC Max 40 watts 

during 16 Hours 

6 Mbits 18 Mbits 12 Mbits 

Mbits 

24 Mbits 30 Mbits 

36 Mbits 

Radio 48 VDC POE 

100 Mbits or Gigabit F/D  
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Schéma avec  60 Caméras @ 2 Mbits  chacune, avec une capacité totale de la radio pour 183 Cameras  

 

 

Site  Relais 

Repeater location 

Capacité 100 Mbits F/D  (totale 200 Mbits) 

Capacité 366 Mbits  F/D (totale 732 Mbits) 

Débit Video utilisé 40 Mbits 

descendants/100 Mbits 

Débit Video 40/100 

Mbits 

Débit Video 40 Mbits 

Débit Video utilisé  200 Mbits descendants/366 Mbits 

Débit Video 80/100 Mbits 

Capacité totale 200 Mbits  dans cette configuration 


